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HYDRO natural wood effect
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Achieve a dull matt natural wood  
effect with PURA-NATURA.  
The natural appearance of the wood  
is retained. It can be used for all  
interior finishing, preferably on light 
woods. The surface is protected, but  
at the same time it appears to be  
bare wood.

■   Emission certified construction  
product according to the DiBt 
(German Institute for Structural 
Engineering) principles

■   ChemVOCFarbV  
(the “Decopaint Directive”)

■   LEED (Leadership in Energy  
and Environmental Design)

■   DGNB (German Sustainable  
Building Council)

■   BNB (Assessment System  
for Sustainable Building)

■   Dubai Green Buildings  
regulations
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PURA-NATURA can be used to achieve natural matt surfaces 
that reflect the current trend. The wood is protected, yet looks 
as if it is untreated. The feel reminds oneof freshly sanded 
wood. PURA-NATURA is formulated as a two-component  
Hydro lacquer and can be used for all interior finishing,  
including on parquet and wooden flooring.

Application is the same as for conventional Hydro-lacquer 
systems and is ideal for any professional joiner / carpenter / 
interior fitter or parquet layer. PURA-NATURA can be obtained 
from any Hesse-Lignal distributor. Specially adjusted care 
products are also available there. PURA-NATURA is a light 
fast, dull matt and brightening HYDRO-PU Multicoat lacquer 
with a natural wood look and feel.  

It features outstanding chemical resistance (meets the re-
quirements under DIN 68861 Part 1b) as well as mechanical 
resistance. The natural appearance of the wood is retained 
despite its high degree of protection. 

PURA-NATURA is low-emission and therefore suitable for  
use in sustainable building projects (including those governed 
by DGNB, BNB and LEED).

It has already been used successfully for many years in 
exclusive interior finishing, contract work, shops and timber 
construction. It is also applied on more heavily used surfaces, 
such as on doors, staircases and parquet flooring. Moreover, 
it meets the requirements under DIN EN 71-3 (safety of toys) 
and DIN 53160 Parts 1 and 2 (saliva and sweat resistance) and 
can thus also provide reliable and long-lasting protection for 
children‘s furniture or in nursery facilities.
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Ordering Information 
Order number HDE 54451
Container size  5 l, 25 l 

Order your original PURA-NATURA sample here:
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