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Guide for staining old parquet and wooden floors with parquet flooring stain from Hesse 
 
1. Sand the parquet floor down to the bare wood (P120). 
  
2.  Measure the wood moisture (should not be under 8%). If necessary adjust the 

wood moisture by spraying with a flower spray. After drying, sand/plane again with 
P120. 

  
3.  Test the humidity (not less than 30%, ideally 55-60%); if necessary use a humidifier. 
  
4. On critical woods, we recommend prior treatment with colourless parquet floor stain 

(CLEAR-WPB 1000) to prevent uneven or blotchy staining results. Apply WPB 1000 
(roll/spray) and work it in until the surface is completely dry (one-disc machine with a 
white pad). 

  
5. To dry the colourless stain: leave overnight, at least 16 hours at 20°C , with sufficient 

air exchange. 
  
6. Colouration: 

Stain (WPB1.. hue) apply to give a good wetting with the least possible excess (roll / 
spray), immediately work in with a one-disc machine with underlaid white pad until 
the stain is completely absorbed into the wood. Rotation traces from the one-disc 
machine indicate an excess of stain that needs to be corrected. For large surfaces, 
change the pad as appropriate. Lightly moistening the pad with water facilitates the 
distribution of the stain. Remove excess in corner areas by hand using a pad.  
Treat larger areas as a two-man team. 

  
 The addition of up to 5% RETARDERS from Hesse to parquet floor stain can be help-

ful in treating very large parquet surfaces, or in complex spatial settings and/or in 
adverse climatic conditions such as high temperatures or low humidity.  
Hesse's RETARDERS minimise the tendency to overlap and discolour. 

  
7. To dry: leave overnight, at least 16 hours at 20°C , with sufficient air exchange. 
  
8. Overlacquering: with all parquet sealers from Hesse, preferably hydro based ones. 

When sealing with oils please note our separate recommendations. 
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Guide for stained and then oiled parquet and wooden floors 

The natural beauty of a wooden floor is enhanced in many cases by the use of parquet 

floor stains from Hesse which are specially designed for parquet flooring and stairs. 

Individual, exclusive effects and surfaces which meet the highest demands can be 
achieved when the stain is used in conjunction with Hesse's OIL sealer. 
To permanently maintain the value of parquet surfaces or stairs which have been 
stained and then oiled, there are some characteristics to be noted in addition 
to the preparation of the subsurface and the processing of the parquet floor stain: 
 
1. Parquet surfaces and stairs are useable floor spaces; traces of usage will become evi-

dent in the long term. The time these traces appear and their scope and extent de-
pend on the type, intensity and frequency of stress. 

  
2.  For their protection, stained wood floors need an oil layer in sufficient strength with 

Hesse's oil sealers which are specially formulated for wood flooring/stairs. The more 
oil seal is applied, the higher the resistance of the parquet surface and the better the 
stain is protected. When too little oil sealer is used, the level of protection is corre-
spondingly low and the stain can rub off, e.g. through exposure to moisture (water 
from mopping, etc.). In extreme cases, hue and stain appearance may change. 

  
3.  Proterra oils are not suitable for use on parquet floor stains, because they do not of-

fer the protective function required for this purpose. 
  
4. Regular, professional cleaning and maintenance with Hesse's cleaning and mainte-

nance products tailored to the intensity of stress is essential to preserve the enduring 
value of the wood floor.  

  
5. In order to ensure uniform colouration of the floor, it may be necessary to re-

work/repair it in order to prevent damages to the colouration layer. Therefore we 
recommend regular visual inspection by the implementing specialist company. Any 
looming signs of wear and damage will thus be detected and remedied in time. 

  
6. Please refer to the product-specific technical information and maintenance instruc-

tions in accordance with DIN 18356. 
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Guide for cleaning and maintaining lacquered and oiled parquet and wooden floors 
 
Wood is a natural product: it lives, and expands and shrinks with fluctuations in room tem-
perature and humidity.  
A balanced indoor climate that is not too dry is recommended for humans, as well as for 
natural wood surfaces. The room temperature should remain constant at 18 - 22°C , and the 
relative humidity at 50 - 60%.  
Humidity that is too high or low leads to the swelling of the wood or the formation of gaps 
in the parquet floor, for which the manufacturer can assume no liability. 
Hygrometers for determining humidity are available from specialist retailers.  
Flowers and water containers on radiators improve the indoor climate. 
A change in the colour of the wood due to the action of light is normal and testifies to the 
authenticity of the natural product. 
The surface of the wood floor is subject to natural wear depending on stress. We recom-
mend regular visual inspection by the implementing specialist company. Any looming signs 
of wear and damage will thus be detected and remedied in time. 
Despite all precautions, deterioration of the wear layer cannot be avoided. Repair, or as 
appropriate, resealing is then inevitable. 
To maintain the beauty of your hardwood floor, you should note the following: 
1. Avoid bringing in excessive amounts of dirt by using floor mats. Sand or other sharp 

edged debris should be removed immediately. 
  
2.  Felt pads under chairs, furniture, etc. prevent scratching of the floor,  

stiletto heels also damage the finish. 
  
3.  Never leave the natural wood product damp or wet for long, as it absorbs water and 

changes shape (swelling). Therefore only mop the floor with a damp cloth (i.e. wrung 
out). Please remove spilled liquids (e.g. drinks) immediately to avoid long-term expo-
sure.  

  
4. For indoor plants, use pot holders. 
  
5. Do not use harsh and abrasive cleaning agents. 
  
6. Dry cleaning: 

For normal, daily cleaning use a dry soft broom, mop, vacuum cleaner or dust absorb-
ing cloth. 

  
7. Wet cleaning and care using PROTECT-CLEANER PR 90 maintains the beauty of your 

wood floor: 
For regular cleaning and maintenance add it to the water used for mopping. Use this 
solution with a damp mop (not wet, but slightly damp).  
Maintenance care and regular cleaning and maintenance:  
For light soiling mix 1: 100 (100 ml to 10 l of water). 
For heavy soiling or for more intensive care mix up to max. 1: 10 (100 ml to 1 l of wa-
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ter). 
Stain removal:  
for coffee, tea, milk, juice, urine, blood - PR 90 with water. 

  
8. Intensive cleaning with INTENSIVE-CLEANER PR 91: 

For intensive cleaning and removal of any wax residue and to prepare oiled surfaces 
for a partial repair with PROTECT OIL. 
Before use, check surface for wear resistance to INTENSIVE-CLEANER. 

 
Note: 
This information is of an advisory nature, it is based on best knowledge and careful study ac-
cording to the current technological standards. It cannot be regarded as legally binding. We 
also refer to our terms and conditions. 
The Material Safety Data Sheet according to the regulation (EC) No. 1907/2006 is available. 


